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HYDROBRAKE MANHOLE TO LIMIT
FLOW TO 4.5l/s PRIOR TO THE
PROPOSED PUMPING STATION.
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SURFACE WATER PUMPING STATION
TO DISCHARGE SURFACE WATER AT
5 I/s. EXACT DISCHARGE RATE TO BE
AGREED PRIOR TO CONSTRUCTION.
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PUMP STATION COMPOUND TO BE
DESIGNED TO YORKSHIRE WATER
ADOPTABLE STANDARDS TO
ACCOMMODATE SURFACE AND FOUL
WATER PUMPS. MINIMUM 15m
STAND-OFF FROM PUMPING STATION
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ONLINE PRE CAST CONCRETE SURFACE WATER

ATTENUATION TANK, APPROXIMATE SIZE

16.5X20X2m TO STORE MINIMUM 620m?* TO \
ACCOMMODATE 100 YEAR +30% CLIMATE CHANGE

STORM EVENT. EXACT CONFIGURATION TO BE

DETERMINED AT DETAILED DESIGN STAGE.
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WATER CONNECTIONS FROM
FURTHER PHASES OF DEVELOPMENT
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FW OPTION B:
DISCHARGE INTO
EXISTING YWS FW
MANHOLE IN THE LIMES
EXACT POSITON AND
LEVEL TO BE CONFIRMED >
PRIOR TO CONSTRUCTION

INDICATIVE POSITION OF YWS
300mm DIAMETER SW SEWER
CROSSING THE SITE. EXACT
POSITION TO BE CONFIRMED. NO
PROPERTIES TO BE BUILT WITHIN
o THE EASEMENT SPECIFIED BY
YORKSHIRE WATER.
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SURFACE WATER CONNECTION
INTO EXISTING 300mm DIAMETER
YWS SW SEWER CROSSING SITE.
EXACT LEVEL AND POSITION TO BE
CONFIRMED PRIOR TO
CONSTRUCTION
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NN FW OPTION A:
PR WD DISCHARGE INTO
N \\\ EXISTING YWS CW
\ N -NWH §1 MANHOLE IN LIMESTONE
N NNCNCL: 69.000 ROAD. EXACT POSITION

CONFIRMED PRIOR TO
CONSTRUCTION
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EXISTING® PROPOSED SW
------- .-‘-__ MANHOLE = e == = DRAIN - 1500 PIPE @
EXG MH MIN. 1/100 U.N.O
g miem. EXISTING* CW L __ PROPOSED
DRAIN RUN SW MANHOLE
— — — — — EXISTING* SW MH
DRAIN RUN PROPOSED SW
-=m= gmimmm= EXISTING* FW RISING MAIN
DRAIN RUN
PROPOSED FW DRAIN PROPOSED FW & SW
< === pmei= === 150@ PIPE @ MIN. 1/100 PUMPING STATION
UN.O
_______ .____ PROPOSED FW
MANHOLE
MH SW ATTENUATION
PROPOSED FW
RISING MAIN

* EXISTING SEWER BASED ON YWS SEWER RECORDS AND ON SITE CCTV SURVEY
INFORMATION. ASSUMED DRAINAGE NOT IDENTIFIED DURING CCTV SURVEY. SEWERS TO BE
LOCATED ON SITE PRIOR TO CONNECTION.

LAYOUT KEY

PROPOSED
HIGHWAY

PROPOSED
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PARCEL
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PUBLIC OPEN
SPACE

FOR ALL SITE LAYOUT INFORMATION REFER
TO ARCHITECT'S DRAWINGS

NOTES:

THESE NOTES ARE INTENDED TO AUGMENT DRAWINGS AND SPECIFICATIONS. WHERE
CONFLICT OF REQUIREMENTS EXIST THE ORDER OF PRECEDENCE SHALL BE AS SHOWN IN
THE SPECIFICATION. OTHERWISE THE STRICTEST PROVISION SHALL GOVERN.

1.

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL OTHER RELEVANT ENGINEERS
AND ARCHITECTS DRAWINGS.

DRAWINGS NOT TO BE SCALED. ALL DIMENSIONS TO BE CHECKED ON SITE BY THE

CONTRACTOR. ANY DISCREPANCIES TO BE NOTIFIED TO THE ENGINEER AND FURTHER

INSTRUCTIONS OBTAINED BEFORE WORK IS COMMENCED.

THE STRUCTURE IS DESIGNED TO BE SELF-SUPPORTING AND STABLE AFTER THE
BUILDING IS FULLY COMPLETED. IT IS THE CONTRACTORS SOLE RESPONSIBILITY TO
DETERMINE THE ERECTION PROCEDURE AND SEQUENCE AND ENSURE THAT THE

BUILDING AND ITS COMPONENTS ARE SAFE DURING ERECTION. THIS INCLUDES THE

ADDITION OF WHATEVER TEMPORARY BRACING, GUYS OR TIE-DOWNS WHICH MAY BE
NECESSARY, SUCH MATERIAL REMAINING THE THE PROPERTY OF THE CONTRACTOR ON
COMPLETION, AND FOR ENSURING THAT THE WORKS AND ANY ADJACENT PROPERTIES
ARE SAFE IN THE TEMPORARY CONDITION.

PIPE SIZES, GRADIENTS AND
LEVELS ARE SUBJECT TO
FINAL DETAILED DESIGN
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